For Pulling Cables in Industrial Conduits & Commercial Buildings

Ideal for pulling electric cables & wires, fiber optic cables & datacom cables in under floor channels, multi-storey

office complexes and long length industrial electrical circuits.

Features

Compact Construction. Can fit into the boot of any car.

Flexible rod: Optimal for cable/wire installation in conduits and
underground ducting up to 80m.

Rod housed in a study metal frame with an integral brake. Simply rotate
the wheel to guide the rod down the duct.

Provided pre attached with bullet pulling eye.

No running cost.

Provided with service set comprising: 2 rod ends, 1 adhesive 20ml.

Length Options 50m(165’) & 80m(262")
Size 38 X17 X 53 cm Mini Frame “D” Type
Rod Type 4.5mm Dia

[tem Code : 100499 For 50 m, 100505 For 80 m

For Pulling Signaling & Communication Cables in Buried Ducts

Ideal for cable pulling & installation of signaling & communication cables, optical fiber cables, datacom cables in
street lighting, campus installations, airports & industrial conduits up to 120 meters.

Features

Rod housed in a sturdy metal frame with an integral brake. Simply rotate
the wheel to guide the rod down the duct.

Compact construction. Easy to transport - Fits into the boot of any car.
Provided pre attached with bullet pulling eye.

Length Options 100m(328"), 120m(393")
Size 56 X 18 X 73cm Midi Frame “C” Type
Rod Type 6.7mm dia

Item Code : ST-CP100 for 100m & ST-CP120 for 120m
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